
270 Side Awning
Installation & User Guide

Make sure to read this document fully before 
attempting to install or use your awning.

See our latest roof tent installation guides here: 
https://tentandtrail.com/vehicle-awnings/ vehicle-awnings-installation/

•	 Check all securing nuts are tightened properly before driving.

•	 Make sure the awning is closed and secured properly before driving.

•	 Max. speed is 70mph with the awning fitted to vehicle.

•	 If awning is packed away wet, open and dry out within 72hrs.

•	 Dry awning completely before leaving closed for any long periods of time.

•	 Do not use awning in adverse weather conditions.

•	 Do not leave unattended in changeable weather conditions.

WARNING
Improper installation or use of your awning may result in serious 
injury or death. Follow these installation instructions carefully to 
ensure proper installation on your vehicle and safe use of your 
awning. Please check with your vehicle manufacturer for specified 
loading capacity of your roof rack or roof bars.

What you get with your awning:
- 2 x Awning brackets

- 16 x M8 30mm bolts

- 16 x M8 nylon nuts and washers

- 4 x Guy ropes and tensioners

- 4 x Pegs

- 1 x Securing rope with quick release 
tensioner 

What will you need:
- Ladder

- 2 x 13mm spanners

- A friend/family member/passer-by 



Our 270° awning comes with universal-fit brackets designed to work 
with most roof racks and roof bars. However, some racks may require 
additional mounting hardware from your rack supplier.

Important: Always check your vehicle’s roof load limits before installation.

Mounting to Flat Style or Basket Roof Racks

1. Identify where on your rack you want the awning 
mounted (typically on the passenger side).

2. Using the bracket as a template, mark and drill 
holes for mounting the brackets.

3. Insert the M8 bolts into the bracket slots and 
secure using washers and M8 nylon nuts.

4. Use your 13mm spanners to tighten the nuts, but 
do not over-tighten (Torque to 22nm).

Tip: Add a touch of grease to bolt threads for easier 
installation and future removal.

1. Slide the provided M8 bolts into the aluminium 
mounting rail on the back of the awning.

2. With help from a friend, lift the awning into 
position alongside the vehicle.

3. Line up the awning’s mounting channel with the 
attached brackets.

4. Secure the awning using washers and nylon nuts. 
Tighten firmly using a 13mm spanner (Torque to 
22nm).

5. Check alignment and make sure it’s snug against 
the bracket — no wobble or play.

STEP 1: Attach Mounting Brackets to Roof Rack or Bars

Step 2: Attach Awning to Brackets

Mounting to Roof Bars
•	 Check compatibility first — some bars require 

additional attachments.

•	 Use included T-slot hardware if compatible 
(purchase separately).



1. Unzip and Remove Cover

- Unzip the awning cover and fold it over the top of the awning body.

2. Release Awning Arms

- Undo the two Velcro straps securing the arms in place.

- Let the canvas drape down naturally.

3. Swing Out Arms

- Starting with the shortest arm, swing each arm out in a 270° arc around 
your vehicle.

- As you open each section, ensure the canvas isn’t snagging on any 
hinges or hardware.

4. Secure Awning

- Use the attached tension straps to clip the ends of the arms to your 
vehicle or roof rack.

- Stand up the centre support leg (on the middle arm) to create a slope 
for rain runoff.

Step 3: Set Up Your 270° Awning

Step 4: Deploy Support Pole & Guy Ropes
1. Release and pivot down the support legs from arm.

2. Adjust each leg to your desired height using the twist-lock mechanism 
and clamp-lock.

3. Anchor the guy ropes securely using the provided ground pegs.

Rain Tip: Lower leg slightly to encourage water to drain off the canopy. 
You can also guy rope between arms to create valleys for water runoff.



If you have any questions or queries about any of the steps in 
this guide feel free to contact us at: 

support@tentandtrail.com or 01264 604 972.

Cleaning

- Clean with cold water and a soft brush.

- Do not use soaps, detergents, petrol, diesel, oils, or chemicals.

Storing

- Always dry your awning before storing.

- If packed away while wet, unpack and dry as soon as possible (within 72 
hours) to prevent mould and mildew.

- Store in a dry location away from direct sunlight when not in use for 
extended periods.

Care & Maintenance

- Inspect all fasteners and mounting points regularly — especially after 
off-road travel.

- Re-tighten nuts and bolts as needed.

- Inspect guy ropes, poles, and fabric before each trip.

Regular Maintenance Checks

- This awning is intended for general camping use under normal 
weather conditions. Do not erect the awning in windy conditions — risk 
of injury and damage.

- Retract awning if winds are forecast to be above 20 mph, or if you 
observe excessive fabric flapping or flexing of the awning structure.

- Never use naked flames or fuel-burning devices near or inside the 
awning.

- Always secure guy ropes and pegs to maintain structural integrity.

- Be mindful of tripping hazards from guy ropes — especially with 
children around.

- Do not exceed your vehicle manufacturer’s roof load rating.

Warnings & Safety Advice


